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Rif. 10

TREND LINE
Wall Inverter 9000 BTU R32

MTX9HP24
Power Supply V-Ph-Hz 230 - 1 - 50
Rated Cooling Capacity W 2640 (900 - 3400)
Rated Cooling Capacity BTU/h 9000 (3100 - 11600)
Cooling Power Input W 732 (100-1240)
EER 3,6
SEER 6,3
Cooling Energy Effi ciency Class* A++
Rated Heating Capacity W 2930 (820 - 3370)
Rated Heating Capacity BTU/h 10000 (2800 - 11500)
Heating Power Input W 733 (120 - 1200)
COP 4,00
SCOP Average 4,00
Heating Energy Effi ciency Class Average A+
SCOP Warmer 5,1
Heating Energy Effi ciency Class Warmer A+++
Max. input consumption W 2150
Cooling Current A 3,2 (0,4 - 5,4)
Heating Current A 3,2 (0,5 - 5,2)
Max. Current A 10,0
Indoor sound pressure level (Hi/Mi/Lo) dB(A) 38,5/32,0/25,0
Indoor sound power level dB(A) 54,0
Outdoor sound pressure level dB(A) 55,5
Outdoor sound power level dB(A) 62,0
Indoor air fl ow (Hi/Mi/Lo) m3/h 466/360/325
Dimensions Indoor Unit (WxDxH) mm 805x194x285
Dimensions Outdoor Unit (WxDxH) mm 720x270x495
Indoor Unit Net/Gross Weight kg 7,6/9,7
Outdoor Unit Net/Gross Weight kg 23,2/25,0
Refrigerant type - GWP R32 - 675
Refrigerant charged quantity kg 0,55
Refrigerant piping (Liquid side/gas side) inch (1/4 - 3/8)
Refrigerant piping length (max) m 25
Max difference level between Indoor and Outdoor Unit m 10
Compressor type ROTARY
Precharge quantity m 5
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